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NOTE:  SEAT CUSHIONS ARE SOLD SEPARATELY 
AND ARE NOT INCLUDED IN THIS KIT.

T o o l s r e q u i r e d f o r A s s e m b l y Caution:

V Phillips head screwdriver.
V Socket & open-end wrench set.
V Cordless drill with adjustable clutch (optional).
V Rubber mallet (optional).

*** WARNING ***
DO NOT use an impact driver for tightening the 
fasteners in this assembly.  Over tightening can 

damage and/or create physical stresses that will 
void the manufacturers warranty.  Hand tight or #5 

setting on a drill clutch is recommended.

Please read through the instructions carefully 
before beginning installation. Installer is 

responsible for damage if instructions are not 
followed properly. Look behind each drill or cut 

location BEFORE YOU DRILL OR CUT. Installer is 
responsible for damage (i.e. drilling/cutting into a 

wiring harness, battery, fuel tank etc.). Extra 
installers will be helpful in some parts of the 

ŔŰƚƣċũũċƣŔŸŰЮШÅĲŉĲƖШƣŸШƻĲőŔĦũĲќƚШůċŔŰƣĲŰċŰĦĲШůċŰƨċũШ
for torquing specifications on reused hardware. 
IMPORTANT:  Do not fully tighten hardware until 
instructed. Combined weight of rear passengers 

cannot exceed 400lbs.

Installation Instructions For
Yamaha Drive 2
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O p t i o n a l  A c c e s s o r i e s
Sold Separately

STORAGE BIN SOFT CARGO CARRIER HEAVY-DUTY LEAF SPRINGS
(Recommended)

BAG HOLDERSBAG WELL COVER CUP HOLDERCHAIR HOLDER



C o n t e n t s  o f  t h i s  k i t :
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Item # Part Number Qty.

1 SEAT-DT5500-SB 1

2 MX5 ARM REST 2

3 SEAT-BL5512 2

4 F/R SUPP BAR 2

5 SEAT-DT5500-FP 1

6 MX5 SB ASSY PC 1

7 SEAT-BA5532 1

8 SEAT-BA5513-T 2

9 .25 X 1.75 SS H 2

10 .25 NYLOC 30

11 .25 WASHER SS 50

12 M6-1.0 X 30 SS 2

13 M6 FW SS 2

14 UNIV SPLATE-1 1

Item # Part Number Qty.

15 .25 X 1.75 FHPS 4

16 .25 X 1.75 FTSTUD 8

17 MX5 DV17 RSK BKT 2

18 SBS DV17 ASSY 2

19 SPACER .285 X.75 2

20 MX5 D RING PIN 4

21 .25 LOCK WSH SS 2

22 .25 X 1.0 HEX SS 8

23 .25 X 2.25 HEX SS 2

24 .25 X 2.0 HEX SS 6

25 .25 X 1.25 HEX SS 2

26 .25 SQ. NUT SS 4

27 .25 X .58 RIV-NUT 2



C o n t e n t s  o f  t h i s  k i t :  ( C o n t i n u e d )
S c a l e  H a r d w a r e  G u i d e   1 : 1
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S T E P ( 1 ) P R E P A R E C A R F O R I N S T A L L A T I O N

Remove the following items to prepare the car 
for Rear Seat Kit Installation:

Å Top
Å Rear Top Supports / Drain Tubes
Å Rear Basket / Bag Rack Assembly
Å Bench Back Cushion
Å Factory Seat Back Supports.

NOTE: Save and separate factory hardware 
for later use.

S T E P ( 2 ) S E A T B A C K S U P P O R T S I N S T A L L A T I O N

Install the supplied seat back supports as 
shown using the factory hardware saved from 
the previous step.  Once they have been 
tightened down, remove the double-sided tape 
backing on the supplied hole covers to put in 
place of the rubber grommets taken off in the 
previous step.

NOTE: Fully tighten bolts.
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S T E P ( 3 . 1 ) A R M R E S T I N S T A L L A T I O N

Prepare the armrests by inserting ΤфΧѠЮƚƕƨċƖĲЮ
nuts  into the slots on both ends of each 
armrest and thread a ΤфΧѠЮǂЮΤдΪΨѠЮũŸŰŊЮƚƣƨĬЮ
through the nut until it stops. 

Fasteners located  in Pack #1 of 
SEAT-DT5500-HW.
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S T E P ( 3 . 2 )

Insert the prepped Armrests into the seat base 
assembly as shown and tap them down until 
they stop.

S T E P ( 3 . 3 )

Flip the assembly over onto a blanket or 
cardboard to prevent scratching the top of the 
armrests.  Insert a ΤфΧѠЮƽċƚőĲƖЮand ΤфΧѠЮŰǃũŸĦЮ
nut onto the end of each stud. 

Fasteners located  in Pack #1 of 
SEAT-DT5500-HW.

NOTE: Tighten nuts hand tight until armrests 
are fully seated.

13 14

S T E P ( 4 . 1 ) B U M P E R L E G & A N G L E I N S T A L L A T I O N

Attach the bumper legs to the bumper angle 
with ΤфΧѠЮǂЮΥѠЮĤŸũƣƚ, ΤфΧѠЮƽċƚőĲƖƚЮand ΤфΧѠЮ
nyloc nuts  through the holes as shown. Attach 
the bumper tabs to the bumper angle with ΤфΧѠЮ
ǂЮΤѠЮĤŸũƣƚ, ΤфΧѠЮƽċƚőĲƖƚЮand ΤфΧѠЮŰǃũŸĦЮŰƨƣƚЮ
through the holes as shown. 

Fasteners located  in Pack #2 of 
SEAT-DT5500-HW.

NOTE: DO NOT fully tighten.

Page 
5

13 14
1428

1429 1314



Page 
6

S T E P ( 4 . 2 )

Insert each leg into the square sockets on the 
bottom of the seat base as shown.  Make sure 
the bumper angle is pointing down.

S T E P ( 4 . 3 )

Attach the bumper legs to the seat base with 
ΤфΧѠЮǂЮΥѠЮĤŸũƣƚ, ΤфΧѠЮƽċƚőĲƖƚЮand ΤфΧѠЮŰǃũŸĦЮ
nuts  through the holes as shown.  Repeat on 
the other side.

Fasteners located  in Pack #2 of 
SEAT-DT5500-HW.

NOTE: DO NOT fully tighten.

1428
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S T E P ( 4 . 4 ) A T T A C H F R O N T B R A C K E T S

Flip the assembly back over onto a blanket or 
cardboard and attach the 2 front brackets to 
the seat base with ΤфΧѠЮǂЮΤдΥΨѠЮĤŸũƣƚ, ΤфΧѠЮ
washers and ΤфΧѠЮŰǃũŸĦЮŰƨƣƚ through the 
holes as shown.  
Fasteners located  in Pack #2 of 
SEAT-DT5500-HW.

Make sure to insert a ΤфΧѠЮǂЮΤдΪΨѠЮĤŸũƣ and 
ΤфΧѠЮƽċƚőĲƖЮthrough the front hole before 
loosely tightening. 
Fasteners located  in MXEX DV HW-V.
NOTE: DO NOT fully tighten.
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S T E P ( 5 . 1 ) R E A R S E A T M O U N T I N G

Position the rear seat on the back of the car 
with the bumper angle setting on the rear 
bumper. Feed the bolts in the front brackets 
through the holes in the seat back supports 
and use ΤфΧѠЮƽċƚőĲƖƚЮand ΤфΧѠЮŰǃũŸĦЮŰƨƣƚ to 
fasten as shown. 

Fasteners located  in MXEX DV HW-V.

NOTE: DO NOT fully tighten.

S T E P ( 5 . 2 )

Center bumper angle on the back of the golf 
car and make sure the tabs are square. Then 
fasten with 6mm x 30mm bolt and 6mm 
washers .

Fasteners located  in MXEX DV HW-V.

NOTE: DO NOT fully tighten.

S T E P ( 6 . 1 ) C U S H I O N I N S T A L L A T I O N

Prepare the 2/1 seat bottom cushion by 
threading the temporary stud  into the center 
hole indicated (This is the thinner part of the 
cushion).  Then, slip the 2/1 strap  over the 
stud.
Fasteners located  in MX5 CUSH HW-V.

Angle the flip portion of the seat base upright 
90 degrees and insert the temporary stud into 
the top center hole for alignment.
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